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i-WALL SETUP OPTIONS: i-WALL SETUP

OPTIONS: i-TABLE SETUP

i-TABLE SETUP

Multiple Walls

Customizable tables, different shapes/heights possible.

Multiple Projectors

03
With a Mindstorm Eclipse®, you can break the mould. Reach more customers. Bring 
your company and products to life. Extend the customer experience like never before. 
 
Using front projection technology and innovative display software, the Eclipse® helps 
organisations bring surfaces, spaces and information to life. Shop floors can become 
a fashion display. Restaurant walls can become menus. Exhibition stands can become 
product catalogues. Bar ceilings can become part of the entertainment.

New product launches, seasonal promotions and music playlists will no longer be 
inanimate documents. Instead they will represent an opportunity to influence, inspire 
and engage your customers.  

The Eclipse® can be fun, ambient, informative. 
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All measurements are in mm
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  Size and weight

Dimensions (LxWxH)	
    Table configuration	 70 x 48 x 20 cm
    Wall configuration	 60 x 48 x 20 cm
Weight		  48 kg (packed in transport case)

29 kg (unpacked)

  Display

Screen resolution	 1024 x 768 XGA
Aspect ratio	 4:3 native
Brightness	 2000 lumens
Throw ratio	 1.3 – 1.5 : 1
iWall keystone correction	 Vertical + - 30°

  Display Dimensions and Distances

Diagonal 	I mage Width	I mage Height	P rojection 
Image Size			D   istance
60 in	 1.2m	 0.9m	 1.5m
73 in	 1.5m	 1.1m	 2m
93 in	 1.9m	 1.4m	 2.5m
112 in	 2.3m	 1.7m	 3m
132 in	 2.7m	 2m	 3.5m

  Power

Power consumption	 100-120 VAC / 220-240 VAC 50/60Hz 
650VA Max. (clean)

  Environmental

Operating temperature (ambient) 	 5° to 35° C
Storage temperature	 0° to 60° C
Humidity	 10 – 85% (non-condensing)
Noise level	 50 dB approx

  Software (pre-installed)

Operating system	 Windows XP Professional (service pack 2)
	 Mindstorm operating software
Tracking	 Mindstorm tracking software
Effects/Applications	 As per customer requirements

  Installation

Mounting holes exist for roof, truss, wire and support arm installation
Installation fasteners – 4 x M8 fasteners required (not included)
Projection surface: Reflective surface required (not included)

  Accessories

1 x wireless keyboard with trackpad
1 x remote control for projector

  Packaging

Peli 1660 rugged protection case

  Warranty

1 year

  Additional options

Colour (RAL)
Over-Branding
Extended support

• �Innovative UltraFlex system allows 
for easy and fast modification from 
interactive wall to interactive table 
or floor

• �Custom designed miniature IR 
tracking units combine high power 
with compact size and efficiency

• �Mindstorm tracking software
• �Self contained unit, can operate  

in most environments
• Small and mobile
• Easy to install and service

Key Features:
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